
Technical Data Sheet

antistatic, electrostatically dissipative

Electrical properties Test method Unit Value

Surface resistance ASTM D-257        DIN 53482        Ω/□ 10
8 ῀ 10

11

Surface potential JIS L 1094 V 70

Electrostatic discharge MIL B-81705B sek < 1

Physical properties

Density ASTM D-792        DIN 53479        g/cm
3 1,31

Optical properties

Light transmission ASTM D-1003                               % 92,3

Reflection loss ASTM D-1003                               % 2,1

Mechanical properties

Tensile strength (vertical) JIS K 6732 N/mm² 7,8

Tensile strength (horizontal) JIS K 6732 N/mm² 6,8

Elongation at break (vertical) JIS K 6732 % 250

Elongation at break (horizontal) JIS K 6732 % 278

Tear strength (vertical) ASTM D-882 N/mm² 0,21

Tear strength (horizontal) ASTM D-882 N/mm² 0,18

Thermal properties

Heat resistance ASTM D-648 °C 30

Flammability MVSS No. 302 % erfüllt

Flammability JIS K6911 selbstverlöschend

Unless otherwise stated, all values refer to a panel thickness of 3mm. The values given are average values that are backed up by continuous statistical tests. They serve only as 

information about our products and are intended as an aid to material selection. They do not constitute a legally binding guarantee of specific properties or suitability for specific 

applications.
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