
Technical Data Sheet

PS 
Polystyrol

General properties Test method Unit Guideline value

Density DIN EN ISO 1183 g / cm³ 1,04

Water absorption DIN EN ISO 62 % <0,1

Flammability Thickness 1,5 mm UL 94 --- HB

Mechanical properties

Elongation stress 50 mm/min DIN EN ISO 527 MPa 24

Tensile stress at break 50 mm/min DIN EN ISO 527 MPa 29

Tensile stress at break 50 mm/min DIN EN ISO 527 % 60

Flexural strength 2 mm/min DIN EN ISO 178 MPa 43

Notched impact strength +23°C 3,2 mm DIN EN ISO 180/4A J/m 100

Notched impact strength +23°C 4,0 mm DIN EN ISO 180/1A kJ/m² 8

Notched impact strength -30 °C 4,0 mm DIN EN ISO 180/1A kJ/m² 6

Tensile modulus of elasticity DIN EN ISO 527-2 MPa 2000

Thermal properties

Vicat softening temperature 10 N-120°C/h DIN EN ISO 306/A120 °C 100

Vicat softening temperature 50 N-120°C/h DIN EN ISO 306/B120 °C 92

Thermal conductivity DIN 52612 W / (m * K) 0,16

Spec. heat capacity ASTM D-2766 kJ / (kg * K) 1,80

Heat resistance DIN EN ISO 75, Verf. A, HDT °C 86

Electrical properties

Volume resistivity IEC 60093 Ω * cm >10
15

Surface resistivity IEC 60093 Ω >10
15

Dielectric strength IEC 60243 kV/mm 65

The values given are mean values which are backed up by continuous statistical checks. They serve merely as information about our products and are intended as an aid to material 

selection. They do not constitute a legally binding guarantee of specific properties or suitability for specific applications.
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